MST50102.0GN

Expanslon joint, (See

Concrete Joint Sealing Detalls) 25 mm plain dowels 450 mm

long at 300 mm centers

50 mm
(max. .
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Grease free end — |20 L
25 mm 200 230 /52 X 305 MW34.9 X
(min.) MW34.9 wire mesh

TRANSYERSE EXPANSION JOINT

75 mm__,

— Contractlon Joint, (See Concrete

JoInt Seallng Detalls)
25 mm plain dowels 450 mm

long at 300 mm centers 50 _mm
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Free end Flxed end

0.5T ®

152 X 305 MW34.9 X
MW34.9 wire mesh

TRANSVERSE CONTRACTION JOINT

Contraction Joint (See Concrete
Joint Sealing Detalls)

Grease free end

*I6 tie bars x 900 mm at 750 mm centers

(or approved two-plece connectors) 50 _mm
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152 X 305 WW34.9 X
WW34.9 wire mesh

0.5T

|
0.3T x 40 mm keyway (If In existing)

Constructlon JoInt

LONGITUDINAL CONSTRUCTION JOINT

REINFORCED PORTLAND CEWENT CONCRETE PAVEMENT
JOINT DETAILS
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NOTE:
I DImensions not labeled are In millimeters.

2. Anchor tie bars and dowels into existing
concrete pavement with epoxy resin adhesive.

3. Space expansion Joints a minlmum of S0
meters,

4. W= 10 mm for longltudinal contraction

Joints and 20 mm for transverse

expanslion and contractlon Joints

field conditions require larger openings.

5. Maintain joint sealant shape factor of Il
except that when silicone sealant is used,
the width ta depth (W:D) shape factor Is I:2.

Pavement surface

Joint  sealer

A,

Premolded expansion jw A
material
EXPANSION
Jo)

Initial saw cut
6 mm x 0.3T
{new Joints only)
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(Wethod B- Formed Joint)

(Method A- Saw cut)
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